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Crawford
Passdoor with low threshold

The most prominent reasons why our customers choose a passdoor 
is to reduce energy loss or to make frequent pedestrian traffic 
more comfortable. 

A passdoor of  less than 2 m² opens for only a few seconds 
where the full 20 m² door would be open for more than 40 seconds.

Pass doors : Save time and energy
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Comfortable and safe pedestrian traffic

The threshold measures only 30 mm and has a gradient shape. 
This is the ideal design to allow normal foot step movement 
without any tripping hazard. The anodized aluminium 
threshold profile is ribbed, which minimises the risk of  slipping 
when the threshold is wet or dirty. 

Durable and sturdy design: 
light curtain in the tracks (optional)

If  the door has an impulse-down function or automatic 
closing, a light curtain is installed in the tracks to protect people 
or vehicles in the door opening. Detection during the closing 
of  the door immediately reverses the door. 

The light curtain is safely embedded in the tracks, rather than 
installed as an extending part on the door leaf. This durable and 
trouble-free design saves maintenance costs on the long term.

Technical data of passdoor with low treshold
Opening width 		  815 mm
Height from floor level		 2050 mm
Treshold height		  30 mm
Hinge			   Left or right
Locks			   Euro, Kaba, Assa-Abloy
Door closer		  M.A.B.
Panic lock 		  NEMEF/CISA (option)

Technical data of overhead sectional door 1)

Thermal transmittance EN12428	 1,25 W/m2K
Wind load EN12424		  Class 3 2)

Air permeability EN12426	 Class 2
Water penetration EN12425	 Class 3

Requirements for passdoor with low threshold
Max overhead door size (W x H)	 5500 x 5500 mm
Min daylight height (manual	 2400 mm
or hold-to-run operation)
Min daylight height 		  SL: 3150 mm
	(impulse down operation)	 HL: 3350 mm (DLH+hl)
				   LL: 3300 mm
				   VL: 2400 mm
Modes of operation		  CDM9-950 3)

				   CDM9-920 4)		
			   Chain hoist
				   Manual operation 

1) 4000 x 4000 mm door with passdoor low threshold
2) If daylight width > 4250 mm: Class 2

3) Includes a light curtain in the tracks
4) Only operates in hold-to-run mode
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Crawford is a leading international provider of door and logistics solutions.  

The carefully selected programme of doors and dock loading equipment, com-

bined with profound application know-how and an unparalleled service offering, 

is the reason why more than a million customers have chosen Crawford as the 

preferred supplier for trouble-free operation around the clock.


