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Crawford
Folding doors

Technical data
Max size (W x H) 1)		  7590 x 6000
Thickness			  Frame 50 mm
Filling			   Acrylic/glass/panels
Colours	 frame	 standard	 Anodized RAL 9006
			  optional	 Unlimited
	panel fillings	 standard	 8
			  optional	 Unlimited
Thermal transmittance EN12428 2)	 3,75 W/m2K
Wind load EN12424 3)		  Class 2
Air permeability EN12426		 Class 2
Water penetration EN12425	 Class 2
1) Other sizes on request
2) 4000 x 4000, 2 + 2, 2 rows windows type DAD/DAS
3) Higher wind load on request

Technical data
Max size (W x H)		  5020 x 5000
Thickness			  Frame 50 mm
Filling			   Glass/panels
Colours			   Anodized RAL 9006
Thermal transmittance EN12428 1)	 4,30 W/m2K
Windload EN12424 2)		  Class 2
Air permeability EN12426		 Class 2
Water penetration EN12425	 Class 2
1) 3000 x 3000, 2+2, 2 rows windows type DH4S
2) Higher wind load classification on request
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Colour guideElectrical operation increases 
efficiency
The Crawford folding doors can be 
operated manually or electrically. By 
adding an operator to the door, the 
efficiency in the logistic flow can be 
increased. 

Access and automation
Crawford offers a comprehensive 
range of opening and closing solu-
tions for electrically operated doors. 
From push button and pull ropes for 
low frequency passages to remote con-
trol and magnetic loops with auto-
matic closing for high traffic intensity. 
Building access can be made gener-
al or limited, depending on individual 
needs. Existing solutions can be  
upgraded or altered as needs change.
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Optimal flexibility  
in door leaf combination
All Crawford folding doors offer op-
timal flexibility in the combination 
of door leaf sections. 

Pedestrian traffic
A pedestrian pass-door can be in-
tegrated in any section of the main 
door. The pass-door can be equipped 
for emergency exits.

Manual doors are supplied with  
integrated Cremone lock bolt and 
handle inside as standard. Cylinder 
locks are available as options.

DLW (Daylight width) Leaf arrangement – 521/220 Manual

1020 - 2460 2+0

2461 - 3750 2+1

3751 - 5020 2+2

3+1

5021 - 6320 3+2

6321 - 7590 3+3

DLW Leaf arrangement – 220C Operated

2300 - 5020 2+2

DLW Leaf arrangement – 521/220 Operated

1600 - 2460 2+0

2461 - 5020 2+2   

DLW Leaf arrangement – 220C Manual

2300 - 5020 2+2   
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Crawford is a leading international provider of door and logistics solutions. 
The carefully selected programme of doors and dock loading equipment, 
combined with profound application know-how and an unparalleled service 
offering, is the reason why more than a million customers have chosen  
Crawford as the preferred supplier for trouble-free operation around the clock.


